
FJ Series Fibreglass 
Sand Filters

Durable construction

Low profile design

Balanced flow



Constructed from woven fibreglass materials with 
a smooth gel coat finish, the FJ Series Sand Filters 
are robust and resistant to the harsh chemicals and 
installation environments often associated with a modern 
swimming pool.

Balanced water flow through the sand bed ensures 
advanced filtration performance. Low profile design 
allows for simple installation into tight spots and 
awkward locations.

Available with side-mount and top-mount valve 
configurations to suit all pool site requirements. 

Latest design multiport valve includes barrel unions, 
pressure gauge and sight glass.

Strong and durable

FJ Sand Filters

Side mount valve configuration
FJ Sand Filters Specifications

FJ-650
25” TOP

FJ-650
25” SIDE

FJ-750
30” TOP

FJ-750
30” SIDE

Diameter x Height (mm) 650 x 970 650 x 800 750 x 1020 750 x 860

Diameter inc MPV (mm) 650 990 750 1110

Filter Area (m2) 0.36 0.36 0.45 0.45

Flow Rate (clean) LPM 310 310 460 460

Multiport Valve 40mm 40mm 50mm 50mm

Sand 140 kg 140 kg 200 kg 200 kg

Zeolite 105 kg 105 kg 150 kg 150 kg

Pump Size 1 - 1.25HP 1 - 1.25HP 1 - 1.5HP 1 - 1.5HP
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Other Products from Aqua-Quip:

HJ Pool Pumps Jet-Vac
Pool Cleaner

Booster Pumps Flow Control 
Timer

Flush Mounted 
LED Lights

Surface Mounted 
LED Lights

Saltmate 
Chlorinator

Twister


